
Winter Fuels, 
Problems and Solutions



What are diesel fuels

Diesel fuel is produced by blending different 
hydrocarbons (paraffinic, aromatic and olefins)

The proportion of different components in the 
finished blend will be determined by the 
characteristics the producer wants to meet. Such 
as: cold properties, distillation, viscosity, cetane, 
and other requirements



Sample of different Blends



Why Fuel Stops Flowing
When diesel fuel is cooled, the less soluble, higher 
molecular weight, normal paraffins start to emerge 
from the solution as wax crystals.

These relatively large platelet crystals have a strong 
affinity to reach one another and readily  interlock 
to form large crystal agglomerates. 

If fuel is cooled further, more wax will emerge from 
the solution until there  is sufficient wax to  form a 
structure, which will  initially  plug  the  filters  and 
finally prevent the fuel from flowing.



When diesel fuel is cooled, 
it becomes less soluble:

‐ 9.5°C
Cloud Point

‐ 17.2°C
CFPP (clog filter point)

‐ 22.2°C
PP  (pour point)



This  will  create  operating  difficulties  by 
impeding  flow through  lines and  filters. Engines 
may stall after a few minutes or even fail to start 
due to fuel starvation.



Oil companies are using different solutions to 
“winterize” diesel fuels.
Using the previous chart of the tested fuels, we 
can appreciate different solutions to the same 
problem. 



Xp3 W Cold Flow Improver Additive

Xp Lab, Inc.’s Cold Flow Improver 
Additive is engineered with the latest 
advances in polymer technology.  

Our proprietary production process 
was created to energize the polymer 
at the molecular level.



The chemical structure of the Xp3W 
Additive, permits maximum polymer 
distribution in the treated distillate fuel 
for a better combination of polymer with 
the paraffin content.  

Accordingly, less active polymer is 
required to modify the solidified paraffin 
crystals and reduce the fuel’s natural flow 
point and operability temperature.  



Why Xp3W is Better
Xp3W  incorporates a combination of  the newest 
polymeric  chemistry  with  Xp  Lab,  Inc.’s 
proprietary blending capabilities.  

Xp3W  is unique  in  its composition and chemical 
content,  and  is  not  available  from  any  other 
additive company anywhere in the world.



22 Typical Distillate USA Winter Fuels
Treated with Xp3W (Winter) 1:3333



Other tests

This test shows 
the “pour point”
improvements  
on YPF winter 
diesel used at 
the South Pole. 



Xp3W was designed to reduce the fuel Pour Point  
(PP), and Cloud Point (CFPP)

Xp3W’s exclusive formula reduces the fuel Pour 
Point from   –10°C up to –50° C

Xp3W has all the additional advantages that Xp3 
diesel has 
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